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W 532 Bringing science to education...        Fax: 0115 945 5379

Ovens & Incubators

Code Description Capacity, L No. of Shelves No. of Places Dims, w x d x h, mm Pack Price
INC2008 MINI/6/TDIG  6 1 1 350 x 330 x 460 Each  £639.82
INC2010 MINI/18/TDIG  18 1 1 380 x 410 x 550 Each  £683.55
INC2012 MINI/30/TDIG  30 2 2 480 x 490 x 510 Each  £725.69
INC2014 MINI/40/TDIG  40 2 3 480 x 490 x 540 Each  £778.91
INC2016 MINI/50/TDIG  53 2 3 630 x 470 x 660 Each  £829.91
INC2018 MINI/75/TDIG  73 2 3 630 x 600 x 660 Each  £936.36
INC2020 MINI/100/TDIG  99 3 4 630 x 600 x 780 Each  £1030.00

1. Genlab Multi-Purpose Benchtop 
Incubator
The Genlab range of benchtop incubators offers a range of highly 
efficient, reliable and cost effective units to suit most biological 
analysis, research and general laboratory applications. Available 
in a variety of sizes to suit your exact needs. Featuring the latest 
touch screen control system which offers intuitive control and 
excellent accuracies designed for industrial and laboratory 
incubators. The exterior is constructed from sheet steel and 
finished in an easy clean powder coated paint. The interior 
chamber is made from either mild steel coated with aluminium 
(CLAD) or a stainless steel (SS) chamber. They are fitted with 
fixed shelf runners and removable chrome plated wire grid 
shelves.

• Temp range ambient: +5°C to 70°C
• Fluctuation ±0.25 °C at 37 °C
• High resolution 0.1°C
• On screen historical trending (48 hours)
• Manual or automatic overheat reset
• High accuracy Pt100B duplex sensors ﹤0.8°C
• Excellent stability ﹤±0.6°C
• Low chamber uniformity
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Code Pack Price
« H2200HE Each  £407.99

2. Mini Digital Incubator with 
Heating
With digital temperature control, the MyTemp incubators provide 
convenient “set and walk away” operation, eliminating the need 
for external thermometers and repetitive “fine tuning” of an 
analogue control knob. Simply choose the desired temperature 
and the incubator immediately begins to heat up while accurately 
monitoring the chamber temperature and conveniently displaying 
the temperature in real time on the large LED control panel.

• Operating temperature range: +4 to +65°C
• Temperature accuracy (at 37°C): 0.5°C
• Temperature uniformity (at 37°C): ±1.5°C
• Large internal chambers, 20L capacity - capable of storing 

flasks and bottles up to 2L
• Two adjustable shelves 
• Internal outlet for powering smaller shakers, rockers and 

other instruments
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TIP

Remember the 5 P’s -  
Prior Planning Prevents Poor 
Performance.
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