
Fu
m

e 
ho

od
s, 

fil
te

rin
g

ca
bi

ne
ts

 - 
Ve

nt
ila

tio
n

Li
th

iu
m

-io
n

ca
bi

ne
ts

Fl
am

m
ab

le
ca

bi
ne

ts
Co

rr
os

ive
ca

bi
ne

ts
To

xi
c 

ca
bi

ne
ts

an
d 

M
ul

tir
is

k 
Co

nt
ai

nm
en

t
an

d 
ca

ns
Fi

le
 c

ab
in

et
s

An
ti-

fir
e 

eq
ui

pm
en

ts
Sh

ow
er

s 
an

d 
fir

st
-

ai
d 

eq
ui

pm
en

ts

116

                   

©
 E

CO
SA

FE
 re

se
rv

es
 th

e 
rig

ht
 to

 d
is

co
nt

in
ue

 o
r c

ha
ng

e 
sp

ec
ifi

ca
tio

ns
 o

r d
es

ig
ns

 a
t a

ny
 ti

m
e 

w
ith

ou
t n

ot
ic

e 
an

d 
w

ith
ou

t i
nc

ur
rin

g 
ob

lig
at

io
ns

. 0
9/

20
21

30 MINUTES MULTIRISK CABINETS - EN 14470-1 & FM

APPROVED

Adjustable leveling feet

Moving by pallet truck

Shelves
retention

Perforated cover plate for 
base through (option)

Standardized labeling Self-closing doors with 
thermo-fuse

11 2

2

3

3

4

4

5
5

6

6

COMPLIANCE
• Tested and  approved 30 minutes according to EN 14470-1 

(04/2004) and EN 1363-1 (06/2000). 
• Tested and approved for 10 minutes according to FM 6050 

(Factory Mutual International). 
• Standardized warning labels according to ISO 3864 and ISO 7010, 

NF X08.003, Directive 92/58/EEC, EN 14470-1 (04-2004) and FM 
specifications.

 

ADVANTAGES
• 30 minutes fire resistance according to the ISO 834 standard 

curve. 
• Base with cover for easy movement by pallet truck, when empty, 

except for the «under-cabinet» models.
• Self-closing cabinets, with a preponderance of wings and doors 

held open by thermofuses that activate at 47°C.
• Many models available.
• Suitable for all types of chemicals commonly used in the laboratory 

and industry.
• Separation of dangerous products by families in accordance to 

the Public Health Code and the I.N.R.S. recommendations.
 

PASSIVE SAFETY
• Insulated panel construction offering high resistance to chemical 

attack.
• Light grey RAL 7035 frame with yellow RAL 1023 plated fields. 
• Signage with Standardized symbols. 
• Height-adjustable retention shelves with a 32 mm pitch.
• Removable containment sump at the bottom.

ACTIVE SAFETY
• Ventilation holes Ø 100 mm for possible connection.
• Self-closing doors with preponderance of the wings. 
• System for keeping doors open with automatic closing in the 

event of fire.
• Ventilation ducts with thermofusible system to isolate the 

contents of the cabinet in the event of fire.
• 3 points key lock. 
• Lock with anti-spark lock.
• Levelling feet.
• Thermo-expanding door seals.
 

OPTIONS
• Additional shelf.
• Perforated cover plate for containment sump.
• Sliding drawer / Containment sump.
• PVC covers.
• Ventilation or filtration boxes.
• Absorbent mats to be placed at the bottom of the containment 

sump (packs of 10 sheets reference JF10D).

3035M22

RANGE 3030M
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P/N Description

Compartment type and 
storage capacity (L)(1)

External dim.
H x W x D (mm)

Equipped with Load capacity 
per shelf

 (kg)

Weight
(kg) 

Steel 
shelf

contain-
ment 
sump

Steel 
perforated 
cover plate

3032M11 Under-bench cabinet, 2 doors, 2 compartments 28 28 - - 635 x 1115 x 630 - 2 2 30 108
3034M2 1 door tall cabinet with 2 compartments 55 55 - - 1980 x 605 x 550 4 2 option 30 126
3034M3 1 door tall cabinet with 3 compartments 30 30 - 30 1980 x 605 x 550 3 3 option 30 129
3034M4 1 door tall cabinet with 4 compartments 22 22 22 22 1980 x 605 x 550 - 4 4 30 142

3035M11 2 doors tall cabinet with 2 compartments 120 120 - - 1980 x 1115 x 550 6 2 option 30 232
3035M12 2 doors tall cabinet with 3 compartments 120 55 - 55 1980 x 1115 x 550 7 3 option 30 241
3035M13 2 doors tall cabinet with 4 compartments 120 28 28 28 1980 x 1115 x 550 6 4 option 30 244
3035M22 2 doors tall cabinet with 4 compartments 55 55 55 55 1980 x 1115 x 550 8 4 option 30 252

ACIDES BASES

P/N Description External dim.
H x W x D (mm)

Weight
(kg)

E48 Containment shelf in steel (except for 3032M11) 30 x 490 x 410 3
B148 Containment sump 100 x 480 x 410 5
C148 Perforated cover plate in steel 90 x 460 x 395 5
T148 Drawer / self retracting shelf in steel 80 x 420 x 380 6

SE148 PVC containment shelf 30 x 485 x 405 2
SB148 PVC containment sump 100 x 485 x 405 3

PRE-EQUIPPED CABINETS

ACCESSORIES

(1) The layout of the compartments may be modified according to your needs.

Refer to the table of chemical incompatibilities and precautions for use, to validate the configuration of your cabinet according to your needs.

RANGE 3030M

APPROVED

3032M11

3035M11 3035M12 3035M13 3035M22

3034M2 3034M3 3034M4

Vertical / horizontal 
separation

Containment sump

Retention shelf

Containment sump with 
perforated cover


